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Combination Strainer Valve
Y-Strainer • Isolation Ball Valve • 20 Mesh Strainer with Union and 
PT Port • 600 WOG

TY

Features
• Three additional accessory tap
• Triple sealing stem with 2 Viton® o-rings and Teflon® seal
• Blow out proof stem
• 100% leak tested

Pressure and Temperature Rating
• 600 WOG
• 325°F Max

Smart Part Number Ordering Guide

TY-CF2RM-QX

TY C F 2RM Q X

Valve Size
A 1/2"
B 3/4"
C 1"
D 1-1/4"
E 1-1/2"
F 2"

Tailpiece Size and Type
No Reduction
F FNPT
M MNPT
C SWT

Single Reduction*
RF FNPT
RM MNPT
RC SWT

Double Reduction**
2RF FNPT
2RM MNPT
2RC SWT
*Only available on 3/4" - 2" valves
**Only available on 1" - 2" valves

Optional Accessories
X Extended Handle, 

PT Ports, and 
Accessories

V Manual Air Vent
B Ball Valve Air Vent
Q Blowdown / Drain

Body Type
F FNPT
C SWT

Optional

WARNING: This product can expose you to chemicals including lead, which is known to 
the State of California to cause cancer, birth defects or other reproductive harm. For 
more information go to www.P65Warnings.ca.gov.
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Material Specifications
Part Material
Body Brass -CW617N
End Connection Brass -CW617N
Ball Chrome Plated Brass -CW617N
Seat (2) PTFE
Stem Brass -CW617N
Packing PTFE
Stem O-ring (2) Viton®

Packing Gland Brass -CW617N
Handle Steel - Zinc Plated
Handle Nut Brass -CW617N
Service Cap Brass -CW617N
Service Cap O-ring Viton®

Strainer 304 Stainless Steel
Union Gasket EPDM
Tailpiece Brass -CW617N
Union Nut Brass -CW617N

Dimensions
Size A* B C D E F G Cv
1/2" 5.03 3.40 1.70 1.60 0.25 0.50 0.25 5.50
3/4" 5.88 3.40 1.80 2.40 0.25 0.50 0.25 9.00
1" 6.25 3.40 1.80 2.40 0.25 0.50 0.25 9.00

1-1/4" 7.88 4.40 2.50 3.50 0.25 0.75 0.25 28.00
1-1/2" 8.00 4.40 2.50 3.50 0.25 0.75 0.25 28.00

2" 10.31 5.50 3.50 4.50 0.25 0.75 0.50 32.00
*Length is for a SWT x FNPT valve, additional dimensions available upon request

* Shown with optional
blowdown drain.
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Hydronic Union
600 WOG 

TU

Features
• Pressure / temperature (PT) test ports
• Additional accessory taps
• 100% leak tested

Pressure and Temperature Rating
• 600 WOG
• 325°F Max

Smart Part Number Ordering Guide

TU-AFC-QV

TU A F C Q V

Valve Size
A 1/2"
B 3/4"
C 1"
D 1-1/4"
E 1-1/2"
F 2"

Tailpiece Size and Type
No Reduction
F FNPT
M MNPT
C SWT

Single Reduction*
RF FNPT
RM MNPT
RC SWT

Double Reduction**
2RF FNPT
2RM MNPT
2RC SWT
*Only available on 3/4" - 2" valves
**Only available on 1" - 2" valves

Optional Accessories
X Extended PT Port / 

Accessories
V Manual Air Vent
B Ball Valve Air Vent
Q Blowdown / Drain

Body Type
F FNPT
C SWT

Optional

DIRECTION OF FLOW
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Material Specifications
Part Material
Body Brass - CW617N
O-ring EPDM
Tail Piece Brass - CW617N
Union Nut Brass - CW617N

Dimensions
Size A B
1/2" 2.30 0.63
3/4" 3.10 0.88
1" 3.28 1.13

1-1/4" 3.99 1.38
1-1/2" 3.86 1.63

2" 4.65 2.13
Note: Dimensions for a SWT x SWT valve, additional dimensions available upon request

WARNING: This product can expose you to chemicals including lead, which is known to 
the State of California to cause cancer, birth defects or other reproductive harm. For 
more information go to www.P65Warnings.ca.gov.

!
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Pressure Independent Control Valve
Pressure Regulating Cartridge • Axial Control Valve • Presetting 
Ring • 360 WOG

92 Series

Features
• 5-87 PSID operating range
• +/- 5% accuracy
• Two pressure / temperature (PT) test ports
• Location tag
• ANSI class IV leakage rate
• 100% leak tested
• Control Valve Stroke: 3mm

Pressure and Temperature Rating
• 360 WOG
• 15 - 250°F

Accepted Actuator Manufacturers
• Spartan PD
• Siemens
• Honeywell
• Johnson Controls
• Neptronics

Smart Part Number Ordering Guide

T92-AFF-0.66

T92 A F F 0.66

Valve Size
A 1/2"
B 3/4"

Max Flow Rate 
(GPM)
0.66
1.98

4.40

Body Type
F FNPT

Tailpiece
F FNPT

DIRECTION OF FLOW
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Material Specifications
Part Material
Body Brass - CW602N
Regulating Cartridge High Resistance Polymer, EPDM, 303 Stainless Steel
Control Valve Brass - CW614N, 18/8 Stainless Steel
O-rings EPDM

Dimensions
Size A B C
1/2" 3.17 3.75 2.70
3/4" 3.87 4.57 2.85

WARNING: This product can expose you to chemicals including lead, which is known to 
the State of California to cause cancer, birth defects or other reproductive harm. For 
more information go to www.P65Warnings.ca.gov.

!

PATENT
IT1428884
US9910447

C 1"

8.148.14
14.5

3.74

 1" 7.17 N/A 3.00
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D 1"-1/4

22.9

 1-1/4" 7.64 N/A 4.23



Combination Ball Valve
Isolation Ball Valve • Union • 600 WOG

NT

Features
• Pressure / temperature (PT) test ports
• Additional accessory tap
• Triple sealing stem with 2 Viton®

o-rings and Teflon® seal
• Blow out proof stem
• 100% leak tested
• Made in Italy
• Leakproof steam - Lifetime warranty

Pressure and Temperature Rating
• 600 WOG
• 325°F Max

Smart Part Number Ordering Guide

NT-CFRF-MX

NT C F RF M X

Valve Size
A 1/2"
B 3/4"
C 1"
D 1-1/4"
E 1-1/2"
F 2"

Tailpiece Size and Type
No Reduction
F FNPT
M MNPT
C SWT

Single Reduction*
RF FNPT
RM MNPT
RC SWT

Double Reduction**
2RF FNPT
2RM MNPT
2RC SWT
*Only available on 3/4" - 2" valves
**Only available on 1" - 2" valves

Optional Accessories
X Extended Handle, PT 

Port, and Accessories
V Manual Air Vent
B Ball Valve Air Vent
M Memory Stop
Q Blowdown / Drain

Body Type
F FNPT
C SWT

Optional
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Material Specifications
Part Material
Body Brass - CW617N
End Connection Brass - CW617N
Ball Chrome Plated Brass -CW617N
Seat (2) Virgin PTFE
Stem Brass - CW614N
Packing Virgin PTFE
Stem O-ring (2) Viton®

Packing Gland Brass - CW614N
Handle Steel - Geomet® Plated
Handle Nut Steel - Geomet® Plated
Union O-ring Viton®

Tail Piece Brass - CW617N
Union Nut Brass - CW617N

Dimensions
Size A* B C D E F Cv
1/2" 4.68 1.53 2.95 0.59 0.25 0.25 16.82
3/4" 4.73 1.93 3.74 0.79 0.25 0.25 34.80
1" 5.44 2.40 4.72 1.00 0.25 0.25 52.20

1-1/4" 6.45 2.59 4.72 1.25 0.37 0.25 112.52
1-1/2" 7.10 3.22 5.90 1.57 0.37 0.25 174.00

2" 7.68 3.50 5.90 2.00 0.37 0.25 255.20
*Length is for a FNPT x MNPT valve, additional dimensions available upon request

WARNING: This product can expose you to chemicals including lead, which is known to 
the State of California to cause cancer,birth defects or other reproductive harm. For 
more information go to www.P65Warnings.ca.gov.

!

09092021 © 2021 HCi  •  www.hcivalve.com  •  P: (586) 268-1640  •  F: (586) 979-8318Note: Information subject to change without notice.



Flexible Hose
Braided Stainless Steel Hose • EPDM Core • Union

Features
• ASTM E84 Fire rated - meets 25/50
• Union Connection
◦ 1/2” - 1” gasket-less cone connection
◦

• 100% leak tested

Temperature Rating
Operating Range: -5˚F to 195˚F
Intermittent Max: 248˚F

Smart Part Number Ordering Guide

HC-CMM-12

HC C M M 12

Valve Size
A 1/2"
B 3/4"
C 1"
D 1-1/4"
E 1-1/2"
F 2"

Union End 
Connection
M MNPT
C SWT

Length
12"
18"
24"
36"

Note: 12" only available 
through 1" and 18" only 
available through 1-1/2"

Part Material
Hose Braiding 304 Stainless Steel
Crimping Ferrules 304 Stainless Steel
Core EPDM
End Connection (2) Brass - CW614N
Union Nut Nickle Plated Brass  - CW614N
Tail Piece Brass - CW614N
Gasket* BA-U Fiber

*Gasket only used on 1 1/4" - 2" hoses

Cv
Length 1/2" 3/4" 1" 1-1/4" 1-1/2" 2"

12" 3.3 11.0 20.9 N/A N/A N/A
18" 3.2 10.7 20.3 37.9 64.4 N/A
24" 3.1 9.9 19.5 36.9 61.0 110.7
36" 3.0 9.3 18.2 34.7 55.0 100.8

Max. Operating & Burst Pressure Rating
Size Operating (PSI) Burst (PSI)
1/2" 400 1500
3/4" 400 1200
1" 225 900

1-1/4" 200 800
1-1/2" 175 600

2" 150 500

Installation Notes
• ON INSTALLATION : Avoid absolutely any tension

due to stretching, twisting or torsion during 
the course of tightening the connectors.

 ◦
 ◦ Install and tighten the union adapter
◦ Install and tighten the swivel nut

• Use two spanners in order to screw in the union:
One to hold the hexagon of the adapter. The
other to tighten the nut at the same time.

or adaptor after tightening of the swivel nut; this 

of rapid deterioration. On removal, take the same 
precautions. Not applicable for gas applications. 
Before installing refer to the installation & 
operation instructions for complete details.

WARNING: This product can expose you to chemicals including lead, which is known to 
the State of California to cause cancer, birth defects or other reproductive harm. For 
more information go to www.P65Warnings.ca.gov.

!
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